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DEXSIL CORPORATION
QUALITY POLICY

Dexsil Corporation is a world leader in the manufacture of environmental test kits and is committed to developing, manufactur-

ing and

marketing accurate and cost-effective products for on-site testing of environmental pollutants. Our mission is to trans-

form complicated, time-consuming and expensive laboratory methods into easy-to-use, reliable test kits that offer our cus-
tomers an economical approach to solving their analytical needs. We believe that through increased testing and awareness,
the general condition of the environment will improve.

Dexsil Corporation has built a reputation in the environmental community for developing high quality test kits. We maintain our
reputation as an industry leader by continually improving our manufacturing standards and employing tough quality control in
all aspects of our business.

GOALS
» Supply a high quality, reliable, cost-effective, and timely product.
* Provide high quality laboratory services.
* Respond to customer’s needs by continually developing new, innovative products.
» Achieve customer satisfaction by providing quality technical support.

Dexsil Corporation believes that quality is the responsibility of all members in the organiza-
tion and is fundamental to meeting our commitments to both our customers and ourselves.

-

\ » Set measurable objectives and review consistency with the Quality Policy. /

GUIDELINES \

» The customer is our most important asset. We will respond to our customer’s needs
and provide continual support to ensure a lasting relationship.

* Quality is achieved by educating all employees of their job responsibilities, supplying
them with the necessary tools and allowing them to work in a positive, safe, clean
environment.

» Employee dedication to his or her tasks and a sense of well being is achieved by
providing a properly managed workplace.

* Consistent, high quality materials and timely service are obtained by working with
dependable suppliers.

» Research is our commitment to our future.
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PCB in Dielectric Fluid ¢ Soil « Surface Wipes

Dexsil's first PCB (polychlorinated biphenyl) test kit, Clor-N-Oil 50, was introduced in 1983 and has
become the standard in testing for PCBs in transformer oil. In addition to the original 50 ppm Kkit,
tests for 20, and 500 ppm are also available. Several improvements have been made to the Clor-N-
Qil kits since their introduction including the addition of a "disposal ampule" which allows the kits to
pass the USEPA TCLP and be disposed of as ordinary waste. A natural offshoot of the Clor-N-Oil kit
was the Clor-N-Soil test for detecting the presence of PCBs in soil. In ten minutes, a Clor-N-Soil test
will tell you whether your soil sample contains greater or less than 50 ppm PCB.

If you need a quantitative test for measuring PCBs in dielectric fluid, soil, and surface wipe samples,
the portable L2000DX PCB/Chloride Analyzer provides a digital readout of analyte concentration
from 2 ppm to 2000 ppm in soil and dielectric fluid. The L2000DX analysis procedure takes about the
same amount of time as a Clor-N-Oil or Clor-N-Soil test, but has a lower limit of detection and can
be used on a broader range of sample types.

Retrieving an oil sample from a transformer may sound like an easy task but quite often the oil itself
is difficult to reach. Dexsil produces two types of disposable pipettes that are long enough to reach
the oil in most transformers and thin enough to enter through the pressure relief valve. Each pipette
holds more than 10 ml and is one foot long. Custom lengths are available.

Dexsil's Wipe Test Kit is used to take on-site wipe samples for laboratory GC analysis. Wipe Test
Kits are composed of a series of components that facilitate the sampling of surfaces in the field.
They are designed to eliminate any chance of cross-contamination and make it easy to follow EPA
sampling protocol. Storage vials, forceps, gauze pads, vials of chromatographic grade hexane, are
supplied for each test. Chances of cross contamination are eliminated, the hazards of transporting
bottles of highly flammable solvents are greatly reduced.
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Clor-N-Oil*
PCB Screening Kits For Electrical
Insulating Fluids.

U.S. EPA SW-846 Method 9079

Designed to be used in the field, Clor-N-Oil is a
fast, accurate method to test electrical insulating
fluids for the presence of PCB. Each pocket-sized
kit contains everything necessary to perform the
test in less than 5 minutes. All premeasured
reagents are sealed in glass ampules for safe,
fast, consistent and accurate results.

Clor-N-Qil is available for testing transformer oil at
three different action levels; 20 ppm, 50 ppm, and
500 ppm. To eliminate the possibility of false nega-
tives, Dexsil calibrates all Clor-N-Oil test kits on
Aroclor 1242. Aroclor 1242 contains the least
amount of chlorine (42% by weight) of the Aroclors
found in electrical insulating fluids. By calibrating
our test kits using Aroclor 1242, the user obtains
the most conservative results. When Clor-N-Oil
test kits turn purple, you can be assured your olil
sample is below the action level.

Analytes PCBs

Matrix Transformer Oil

Detection Method Fixed endpoint colorimetric titration
Action Levels Above or Below 20, 50, 500 ppm
Analysis Time Less than 5 minutes

Catalog #
Clor-N-Oil 20 CL-020
Clor-N-Oil 50 CL-050
Clor-N-Oil 500 CL-500
(Patented)

Packaged 20 kits to a shelf pack, 80 kits per case.
Minimum order is 10 kits.
Orders greater than 10 kits must be in multiples of 20.

Video Available

Clor-N-Soil*
PCB Screening Kit For Soill

Soil analysis is not only expensive, but time
consuming. PCB concentration, extent and location of
site contamination are all critical when determining fur-
ther action. Clor-N-Soil PCB field screening kits can
help you make those decisions on-site in a matter of
minutes.

Clor-N-Soil is a self contained test kit that allows field
personnel to perform the test in less than 10 minutes
without additional equipment or supplies. All premea-
sured reagents are sealed in glass ampules for accu-
rate and consistent results. The kit can be used to test
any type of soil including sand, topsoil, sediment, and
clay at a fraction of the cost of traditional laboratory
testing.

Analytes PCBs

Matrix Soil

Detection Method Fixed endpoint colorimetric
titration

Action Levels 50 ppm

Analysis Time 10 minutes

Catalog #
Clor-N-Soil CS-0OIL

(Patented)
Packaged 12 kits to a shelf pack, 48 kits per case.
Minimum order is 6 kits.

Orders greater than 6 kits must be in multiples of 12.

Video Available



L2000°DX PCB/Chloride ANALYZER
Quantitative Test for PCB/Chlorinated Organics In:

P
i

Dielectric Fluid « Soil « Water « Surface Wipes

L2000DX PCB/Chloride ANALYZER
USEPA SW-846 Method 9078 For Soil

The L2000DX relies on the same basic chemistry as the Clor-N-Oil test kits, however instead of
a colorimetric reaction, the L2000DX uses an ion specific electrode to quantify the contamination
in the sample. Sample analysis is available for transformer oils, soils and surface wipes. The
usable measurement range for oils and soils is 3 to 2000 ppm, 20 ppb to 2000 ppm for water

and 3 to 2000 pg/100 cm? for wipe samples.

The large LCD (2 lines x 16 characters) back-lit display is easy to read in all lighting situations.
Pertinent information regarding the program in use, blank subtraction values, reporting units, and
concentration values are clearly visible on the display.The L2000DX Analyzer is preprogrammed
with conversion factors for all major Aroclors and most chlorinated pesticides and solvents. The
built-in methods include corrections for extraction efficiencies, dilution factors and blank contribu-
tions.

Precanned programs are easily selected from a menu to perform routine analysis of common
chlorinated organic compounds. For less common analytes or for custom measurement proto-
cols, user defined methods can be easily built and stored using the method development menus.
Analysis results can be printed immediately to the on-board 40 column thermal printer, or they
can be stored for later print out using the parallel port or by uploading to a PC via the RS-232
serial port. The analyzer itself utilizes rechargeable batteries which allow fully mobile operation in
remote locations without access to power.

Bunsal aullo|yd
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L2000°DX PCB/Chloride Analyzer System

L2000DX Analyzer

The L2000DX PCB/Chloride Analyzer is a field portable
instrument incorporating an ion specific electrode that can
quantify chlorinated compounds in four matrixes. Powered
by a rechargeable 8-volt battery or 120 volt AC power,

the L2000DX can quantify chlorinated compounds from 3
ppm to 2000 ppm. Programmed into the instrument for a
variety of compounds, are extraction efficiencies, conver-
sion factors and other variables for accurate and reliable
analysis. For uniqgue compounds, the user can design and
program their own methods into the instrument.

Analytes PCBs, Chlorinated Organics
Matrix Water, Transformer Oil, Surface Wipes,
Soil

Detection Method Electrochemical

Action Level Oil: 3-2000 ppm
Soil: 3-2000 ppm
Water: 10 ppb-2000 ppm
Wipe: 3-2000 ug/100 cm2

Analysis Time Oil - 5 min, Soil, Wipes and

Water 10 min.
Catalog #

L2000DX PCB/Chloride Analyzer System LP-200
(Choose the following option)
When ordering specify:
Option 1 - 40 Oil Reagents LP-200-01
Option 2 - 20 Soil Reagents LP-200-02
Option 3 - 20 Water Reagents LP-200-03
Option 4 - 20 Wipe Reagents LP-200-04

L2000DX Reagents For
Dielectric Fluid

The L2000DX
PCB/Chloride Analyzer is
field portable, designed to
screen dielectric fluid for
PCBs, on-site, at a much
lower cost than laboratory
methods. Total testing time
is less than 5 minutes per
test. The L2000DX can quantify PCB in dielectric
fluid from 3 ppm to 2000 ppm. The L2000DX
PCB/Chloride Analyzer can reduce the number of
laboratory samples by as much as 80%.

Analytes PCBs

Matrix Transformer Oil
Detection Method Electrochemical

Action Levels 3 ppm - 2000 ppm

MDL 3 ppm

MQL 9 ppm

Interferences Non-Analyte Chlorine
Overall Accuracy 10% +/- MDL

Analysis Time 5 minutes

L2000DX Oil Reagents Catalog #
40-0il Reagents LP-ORK-40
200-0Oil Reagents LP-ORK-BP
L2000DX Reagents For

PCB Wipes

Dexsil has developed a method for analysing wipe
samples using the L2000DX Analyzer. The analy-
sis of PCBs on surfaces can now be achieved on-
site in less than 10 minutes per sample. Sampling
kit comes complete with:
* PCB Rated Gloves
 Safety Goggles

« Disposable Forceps

» Gauze Pads

e Sample Vials

e Chromatographic
Hexane
(Sealed in Glass Ampules)

* All The Necessary
L2000DX Reagents

Analytes PCBs

Matrix Surface Wipes

Detection Method Electrochemical

Action Levels 3 ug /100cm?2 - 2,000ug /100cm2
Analysis Time 10 minutes

L2000DX Wipe Reagents Catalog #

20-Surface Wipe Reagents LP-WIP-20
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